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Weight                              

Unit Width & Length          

10 oz.                              

61, 136 in. - 100 yd. rolls

Transparency               Translucent

Color/s               White, Black, Red, Green, Blue

Composition               1000D x 1000D 9x9/ in. warp-knitted 

Breaking Strength             284/227 lbs. per 2 in.                              

Tearing Strength              68/57 lbs.

Temperature Resistance   -30°C ~ 70°C, -20°F ~ 158°F                         

Our KS1000™ and KS1400™
Translucent Laminated Vinyl Fabrics are
ideal for event and tensile structure
projects.  Offered in a wide range of
colors, these flexible and dependable
materials are engineered to perform—
delivering quality, value, and exceptional
visual appeal.

Treated for UV resistance, anti-mildew
protection, and fire retardancy**, the
KS1000™ and KS1400™ ensure lasting
performance in a variety of  conditions.
Both are available in 100-yard rolls.

Weight                              

Unit Width  & Length         

14 oz.                              

61, 85, 90, 98, 104 in. - 100 yd. rolls

Transparency               Translucent

Color/s               White, Black, Red, Yellow, Green, Blue

Composition               1000D x 1000D 9x9/ in. warp-knitted            

Breaking Strength             340/271 lbs. per 2 in.                              

Tearing Strength              79/68 lbs.                   

Temperature Resistance   -30°C ~ 70°C, -20°F ~ 158°F                         

FABRIC SPECIFICATIONS

KS 1000™                                               

TRANSLUCENT LAMINATE - KS1000™ & KS1400™

** F/R Treatment: California Fire Marshal, NFPA 701

KS 1400™


